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      E3(BZR119+) Mercedes Key Usage And Details    

We would like to share important information about E3 Mercedes keys produced 
by IEA. These keys are produced with high quality, and thanks to the latest 
developments, they can now be used not only with the Zed-FULL plus device, but also 
with various other devices. Due to their versatile usability, they have become one of the 
important products in the sector. In addition, their frequency change feature and 
compatibility with various devices make your operations easier. 

 

Adjustable frequency 
E3 Mercedes keys have the ability to change between 315 MHz and 433 MHz 
frequencies. This feature allows the key to be set to the frequency that is compatible 
with the vehicle. 

 

Usage Procedures 

There are specific procedures for using E3 keys with certain devices. These procedures, 
are necessary for the key to work successfully. Below, I will explain what these 
procedures are and how to use them: 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

Preparation of the E3 Mercedes Key for Zed-FULL plus and CGDI Devices 

 

Step 1: Press the Lock and Trunk buttons at the same time 

Step 2: Wait for 5 seconds, the LED will flash once. 

Step 3: Press and release the Trunk button 6 times while keep pressing the lock button. 
Wait for the LED light to flash 6 times. 

Result: The remote is now ready for key coding. 

NOTE: After changing the mode, read your E3 key on your Zed-FULL plus device. and 
make sure the status is 0000. Otherwise, if the mode is not correct, you may get a "not 
suitable status" error during the key adding phase with Zed-FULL plus and CGDI. 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

Preparing the E3 Mercedes Key for Coding with the VVDI Device 

 
Step 1: Press the Lock and Trunk buttons at the same time 

Step 2: Wait for 5 seconds, the LED will flash once. 

Step 3: Press and release the Trunk button 5 times while keep pressing the lock button. 
Wait for the LED light to flash 5 times. 

Result: The remote is now ready for key coding. 

NOTE: After changing the mode, read your E3 key on your Zed-FULL plus device. and 
make sure the status is 21DF. Otherwise, if the mode is not correct, you may get a "not 
suitable status" " error during the key adding phase with VVDI. 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

315 MHz Frequency Change Procedure. 

 

Step 1: Press the Lock and Trunk buttons at the same time 

Step 2: Wait for 5 seconds, the LED will flash once. 

Step 3: Press and release the Trunk button 3 times while keep pressing the lock button.  

Wait for the LED light to flash 3 times. 

Result: The E3 mercedes remote is now 315 Mhz frequency. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

433 MHz Frequency Change Procedure. 

 

Step 1: Press the Lock and Trunk buttons at the same time 

Step 2: Wait for 5 seconds, the LED will flash once. 

Step 3: Press and release the Trunk button 4 times while keep pressing the lock button.  

Wait for the LED light to flash 4 times. 

Result: The E3 mercedes remote is now 433 Mhz frequency. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ORDER CODE: BZR119+ 
 

You can watch the video of the application on our Youtube channel. 

 

https://www.youtube.com/@istanbulanahtarenglish 

 

https://www.youtube.com/@istanbulanahtarenglish


 

 

 

 



 


